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EXISTING EXTERIOR TRIM
TO BE PAINTED, TYPICAL

CLEAN AND REPAIR
DAMAGED BRICK EXTERIOR
WALLS PER OANERS ON-SITE

INSTALL NEW NINDOW UNITS IN THE EXISTING MASONRY OPENING.
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TOP OF PARAPET

MOCK-UP

CLEAN CONCRETE PER OANE

ON-SITE MOCK-UP
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GROUND FLOOR
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362.15

LOWER FLOOR

CLEAN EXISTING BRICK STAIRS AND
LANDINGS PER ONWNERS ON-SITE MOCK-UP.
REFPAIR PER OANERS ON-SITE MOCK-UP.

BUILDING ELEVATION - NEN NORK

\—NEH DOOR AND FRAME.

NEN DOOR HARDWARE
TO BE ADA COMPLIANT.
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349.66

INSTALL NEAN WINDOW UNITS IN THE EXISTING
MASONRY OPENING. NEW COMPONENTS TO
MATCH EXISTING NINDOW PROFILE ——

EXISTING EXTERIOR TRIM
TO BE PAINTED, TYPICAL

CLEAN AND REPAIR
DAMAGED BRICK EXTERIOR
WALLS PER OANERS ON-SITE

TOP OF PARAPET

36356

GROUND FLOOR

REFERENCE NOTES:

|. REFER TO C5-00 FOR PROJECT GENERAL
NOTES.

2. REFER TO SHEETS A30, A-3| AND A-32 FOR
NEN WORK FLOOR PLANS OF GROUND FLOOR -
PART A, PART B AND LOWER LEVEL,
RESPECTIVELY.

3. REFER TO SHEET A-26 FOR NEW NORK
BUILDING SECTION.
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